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SPECIFICATION

H

φ3"(φ76)

φ3"(φ76)

D

4×1/2"-13 UNC

4×1/2"-13 UNC

H

φ5"(φ127)

φ5"(φ127)

4×5/8"-11 UNC

4×5/8"-11 UNC

D

Figure 1

Figure 2

HPK Catalog Number 2020801 2022701 2023701
Figure Number 1 2 2

DIMENSIONS

MECHANICAL STRENGTH

ELECTRICAL PERFORMANCE

RADIO INFLUENCE VOLTAGE

In mm

H - Overall Height

D - Max Shed Diameter

Creepage Distance

Fitting - Live Line End

Fitting - Ground/Base

14

7

24

3

3

356

178

610

76

76

In mm

15

9

24

5

5

381

229

610

127

127

In mm

15

11

24

5

5

381

279

610

127

127

Lbf kN

Cantilever Strength, Upright

Tension Strength

Compression Strength

Torsion Strength

2000

10000

10000

8000

8.9

44.5

44.5

35.6

Lbf kN

4000

20000

20000

16000

17.8

89.0

89.0

71.2

Lbf kN

8000

28000

40000

4000

35.6

124.6

177.9

17.8

kV

Power frequency Wet withstand voltage

Impulse flashover voltage, positive pole

Impulse Withstand

1000kHz Maximum radio interference

Radio interference to the ground

60

170

150

100 μV

15 kV

100 μV

15 kV

100 μV

15 kV

kV

60

170

150

kV

60

170

150

ANSI PART Number TR 208 TR 227 TR 237

HPK Catalog Number 2021001 2023101 2024101
Figure Number 1 2 2

DIMENSIONS

MECHANICAL STRENGTH

ELECTRICAL PERFORMANCE

RADIO INFLUENCE VOLTAGE

In mm

H - Overall Height

D - Max Shed Diameter

Creepage Distance

Fitting - Live Line End

Fitting - Ground/Base

18

7.5

37

3

3

457

191

940

76

76

In mm

20

10

37

5

5

508

254

940

127

127

In mm

20

12

37

5

5

508

305

940

127

127

Lbf kN

Cantilever Strength, Upright

Tension Strength

Compression Strength

Torsion Strength

2000

12000

15000

1000

8.9

53.4

66.7

4.4

Lbf kN

4000

25000

30000

2000

17.8

111.2

133.4

8.9

Lbf kN

8000

28000

60000

40000

35.6

124.6

266.9

177.9

kV

Power frequency Wet withstand voltage

Impulse flashover voltage, positive pole

Impulse Withstand

1000kHz Maximum radio interference

Radio interference to the ground

80

225

200

50 μV

22 kV

50 μV

22 kV

50 μV

22 kV

kV

80

225

200

kV

80

225

200

ANSI PART Number TR 210 TR 231 TR 241



SPECIFICATION

H

φ3"(φ76)

φ3"(φ76)

D

4×1/2"-13 UNC

4×1/2"-13 UNC

H

φ5"(φ127)

φ5"(φ127)

4×5/8"-11 UNC

4×5/8"-11 UNC

D

Figure 1

Figure 2

HPK Catalog Number 2021401 2026701
Figure Number 1 2

DIMENSIONS

MECHANICAL STRENGTH

ELECTRICAL PERFORMANCE

RADIO INFLUENCE VOLTAGE

In mm

H - Overall Height

D - Max Shed Diameter

Creepage Distance

Fitting - Live Line End

Fitting - Ground/Base

22

8

43

3

3

559

203

1092

76

76

In mm

24

10

43

5

5

610

254

1092

127

127

Lbf kN

Cantilever Strength, Upright

Tension Strength

Compression Strength

Torsion Strength

2000

14000

15000

12000

8.9

62.3

66.7

53.4

Lbf kN

4000

25000

60000

20000

17.8

111.2

266.9

89.0

kV

Power frequency Wet withstand voltage

Impulse flashover voltage, positive pole

Impulse Withstand

1000kHz Maximum radio interference

Radio interference to the ground

100

280

250

200 μV

30 kV

200 μV

30 kV

kV

100

280

250

ANSI PART Number TR 214 TR 267

HPK Catalog Number 2021601 2027801
Figure Number 1 2

DIMENSIONS

MECHANICAL STRENGTH

ELECTRICAL PERFORMANCE

RADIO INFLUENCE VOLTAGE

In mm

H - Overall Height

D - Max Shed Diameter

Creepage Distance

Fitting - Live Line End

Fitting - Ground/Base

30

9.1

72

3

3

762

231

1829

76

76

In mm

30

11

72

5

5

762

279

1829

127

127

Lbf kN

Cantilever Strength, Upright

Tension Strength

Compression Strength

Torsion Strength

1500

16000

25000

15000

6.7

71.2

111.2

66.7

Lbf kN

3000

25000

60000

40000

13.3

111.2

266.9

177.9

kV

Power frequency Wet withstand voltage

Impulse flashover voltage, positive pole

Impulse Withstand

1000kHz Maximum radio interference

Radio interference to the ground

145

390

350

200 μV

44 kV

200 μV

44 kV

kV

145

390

350

ANSI PART Number TR 216 TR 278

HPK Porcelain
Solid Core Post Insulators

ANSI
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SPECIFICATION

H

φ
3"

(φ
76

)

φ
3"

(φ
76

)

D

4×
1/

2"
-1

3
UN

C

4×
1/

2"
-1

3
UN

C

Figure 2

HPK Catalog Number 2028601 2028701
Figure Number 2 2

DIMENSIONS

MECHANICAL STRENGTH

ELECTRICAL PERFORMANCE

RADIO INFLUENCE VOLTAGE

In mm

H - Overall Height

D - Max Shed Diameter

Creepage Distance

Fitting - Live Line End

Fitting - Ground/Base

45

10.5

99

5

5

1143

267

2515

127

127

In mm

45

12

99

5

5

1143

305

2515

127

127

Lbf kN

Cantilever Strength, Upright

Tension Strength

Compression Strength

Torsion Strength

1700

20000

60000

40000

7.6

89.0

266.9

177.9

Lbf kN

2600

25000

75000

90000

11.6

111.2

333.6

400.3

kV

Power frequency Wet withstand voltage

Impulse flashover voltage, positive pole

Impulse Withstand

1000kHz Maximum radio interference

Radio interference to the ground

230

610

550

200 μV

73 kV

200 μV

73 kV

kV

230

610

550

ANSI PART Number TR 286 TR 287

2028801
2

In mm

54

10.5

116

5

5

1372

267

2946

127

127

Lbf kN

1400

20000

60000

40000

6.2

89.0

266.9

177.9

200 μV

88 kV

kV

275

710

650

TR 288

2028901
2

In mm

54

12

116

5

5

1372

305

2946

127

127

Lbf kN

2200

25000

75000

90000

9.8

111.2

333.6

400.3

200 μV

88 kV

kV

275

710

650

TR 289



SPECIFICATION

H

φ
3"

(φ
76

)

φ
3"

(φ
76

)

D

4×
1/

2"
-1

3
UN

C

4×
1/

2"
-1

3
UN

C

Figure 2

HPK Catalog Number 2029101 2029501
Figure Number 2 2

DIMENSIONS

MECHANICAL STRENGTH

ELECTRICAL PERFORMANCE

RADIO INFLUENCE VOLTAGE

In mm

H - Overall Height

D - Max Shed Diameter

Creepage Distance

Fitting - Live Line End

Fitting - Ground/Base

62

10.5

132

5

5

1575

267

3353

127

127

In mm

62

12

132

5

5

1575

305

3353

127

127

Lbf kN

Cantilever Strength, Upright

Tension Strength

Compression Strength

Torsion Strength

1200

20000

60000

40000

5.3

89.0

266.9

177.9

Lbf kN

1850

25000

75000

90000

8.2

111.2

333.6

400.3

kV

Power frequency Wet withstand voltage

Impulse flashover voltage, positive pole

Impulse Withstand

1000kHz Maximum radio interference

Radio interference to the ground

315

810

750

500 μV

103 kV

500 μV

103 kV

kV

315

810

750

ANSI PART Number TR 291 TR 295

2030401
2

In mm

80

10.5

165

5

5

2032

267

4191

127

127

Lbf kN

950

20000

60000

40000

4.2

89.0

266.9

177.9

500 μV

146 kV

kV

385

1010

900

TR 304

2030801
2

In mm

80

12

165

5

5

2032

305

4191

127

127

Lbf kN

1450

25000

75000

90000

6.4

111.2

333.6

400.3

500 μV

146 kV

kV

385

1010

900

TR 308

HPK Porcelain
Solid Core Post Insulators

ANSI
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HPK Catalog Number 2031201 2031601 2036201
Figure Number 3 3 4

DIMENSIONS

MECHANICAL STRENGTH

ELECTRICAL PERFORMANCE

RADIO INFLUENCE VOLTAGE

In mm

H - Overall Height

D - Max Shed Diameter

Creepage Distance

Fitting - Live Line End

Fitting - Ground/Base

92

10.5

198

5

5

2337

267

5029

127

127

In mm

92

12

198

5

5

2337

305

5029

127

127

In mm

92

11

198

7

7

2337

277

5029

177.8

177.8

Lbf kN

Cantilever Strength, Upright

Tension Strength

Compression Strength

Torsion Strength

800

20000

60000

40000

3.6

89.0

266.9

177.9

Lbf kN

1250

25000

75000

90000

5.6

111.2

333.6

400.3

Lbf kN

2300

40000

100000

120000

10.2

177.9

444.8

533.8

kV

Power frequency Wet withstand voltage

Impulse flashover voltage, positive pole

Impulse Withstand

1000kHz Maximum radio interference

Radio interference to the ground

455

1210

1050

500 μV

146 kV

500 μV

146 kV

500 μV

146 kV

kV

455

1210

1050

kV

455

1210

1050

ANSI PART Number TR 312 TR 316 TR 362

HPK Catalog Number 2032401 2036701 2036801
Figure Number 3 4 5

DIMENSIONS

MECHANICAL STRENGTH

ELECTRICAL PERFORMANCE

RADIO INFLUENCE VOLTAGE

In mm

H - Overall Height

D - Max Shed Diameter

Creepage Distance

Fitting - Live Line End

Fitting - Ground/Base

106

10.5

231

5

5

2692

267

5867

127

127

In mm

106

14

231

5

7

2692

356

5867

127

177.8

In mm

106

10.9

231

7

7

2692

277

5867

177.8

177.8

Lbf kN

Cantilever Strength, Upright

Tension Strength

Compression Strength

Torsion Strength

1000

25000

75000

90000

4.4

111.2

333.6

400.3

Lbf kN

1450

20000

60000

40000

6.4

89.0

266.9

177.9

Lbf kN

2000

40000

100000

120000

8.9

177.9

444.8

533.8

kV

Power frequency Wet withstand voltage

Impulse flashover voltage, positive pole

Impulse Withstand

1000kHz Maximum radio interference

Radio interference to the ground

525

1410

1300

1000 μV

220 kV

1000 μV

220 kV

1000 μV

220 kV

kV

525

1410

1300

kV

525

1410

1300

ANSI PART Number TR 324 TR 367 TR 368

2036901
4

In mm

106

14

231

5

7

2692

356

5867

127

177.8

Lbf kN

2050

20000

60000

40000

9.1

89.0

266.9

177.9

1000 μV

220 kV

kV

525

1410

1300

TR 369

SPECIFICATION

Figure 3

4-5/8＂-11 UNC 4-3/4＂-10 UNC

4-5/8＂-11 UNC 4-5/8＂-11 UNC
φ5＂(φ127)φ5＂(φ127)

H H

φD2 φD2

φD1 φD1

Figure 4

4-3/4＂-10 UNC

4-3/4＂-10 UNC
φ7＂(φ178)

H

Figure 5

φD2

φD1

φ7＂(φ178)

φ7＂(φ178)

φ5＂(φ127)



SPECIFICATION

HPK Catalog Number 2037801 2037901 2038001
Figure Number 4 4 6

DIMENSIONS

MECHANICAL STRENGTH

ELECTRICAL PERFORMANCE

RADIO INFLUENCE VOLTAGE

In mm

H - Overall Height

D - Max Shed Diameter

Creepage Distance

Fitting - Live Line End

Fitting - Ground/Base

128

11.1

320

5

7

3251

282

8128

127

177.8

In mm

128

14

280

5

7

3251

356

7112

127

177.8

In mm

128

16

280

5

14

3251

406

7112

127

355.6

Lbf kN

Cantilever Strength, Upright

Tension Strength

Compression Strength

Torsion Strength

1000

20000

60000

40000

4.4

89.0

266.9

177.9

Lbf kN

1700

20000

60000

40000

7.6

89.0

266.9

177.9

Lbf kN

2500

25000

60000

60000

11.1

111.2

266.9

266.9

kV

Power frequency Wet withstand voltage

Impulse flashover voltage, positive pole

Impulse Withstand

1000kHz Maximum radio interference

Radio interference to the ground

620

1710

1550

2000 μV

318 kV

2000 μV

318 kV

2000 μV

318 kV

kV

620

1710

1550

kV

620

1710

1550

ANSI PART Number TR 378 TR 379 TR 380

Figure 5

HPK Catalog Number 2033001 2037101 2037201
Figure Number 3 4 5

DIMENSIONS

MECHANICAL STRENGTH

ELECTRICAL PERFORMANCE

RADIO INFLUENCE VOLTAGE

In mm

H - Overall Height

D - Max Shed Diameter

Creepage Distance

Fitting - Live Line End

Fitting - Ground/Base

122

10.5

264

5

5

3099

267

6706

127

127

In mm

122

14

264

5

7

3099

356

6706

127

177.8

In mm

122

10.9

264

7

7

3099

277

6706

177.8

177.8

Lbf kN

Cantilever Strength, Upright

Tension Strength

Compression Strength

Torsion Strength

900

25000

75000

90000

4.0

111.2

333.6

400.3

Lbf kN

1170

20000

60000

40000

5.2

89.0

266.9

177.9

Lbf kN

1750

40000

100000

120000

7.8

177.9

444.8

533.8

kV

Power frequency Wet withstand voltage

Impulse flashover voltage, positive pole

Impulse Withstand

1000kHz Maximum radio interference

Radio interference to the ground

590

1610

1470

1000 μV

220 kV

1000 μV

220 kV

1000 μV

210 kV

kV

590

1610

1470

kV

590

1610

1470

ANSI PART Number TR 330 TR 371 TR 372

2037301
4

In mm

122

14

264

5

7

3099

356

6706

127

177.8

Lbf kN

1750

20000

60000

40000

7.8

89.0

266.9

177.9

1000 μV

220 kV

kV

590

1610

1470

TR 373

4-3/4＂-10 UNC

4-3/4＂-10 UNC
φ7＂(φ178)

H

φD2

φD1

φ7＂(φ178)

4-3/4＂-10 UNC

4-5/8＂-11 UNC
φ5＂(φ127)

H

φD2

φD1

Figure 4

φ7＂(φ178)

Figure 3

4-5/8＂-11 UNC

4-5/8＂-11 UNC
φ5＂(φ127)

H

φD2

φD1

φ5＂(φ127)

Figure 6

4-3/4＂-10 UNC

4-5/8＂-11 UNC
φ5＂(φ127)

H

φ14＂(φ356)

φD2

φD1

HPK Porcelain
Solid Core Post Insulators

ANSI
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HPK Catalog Number 2039101 2039201 2039301
Figure Number 4 6 6

DIMENSIONS

MECHANICAL STRENGTH

ELECTRICAL PERFORMANCE

RADIO INFLUENCE VOLTAGE

In mm

H - Overall Height

D - Max Shed Diameter

Creepage Distance

Fitting - Live Line End

Fitting - Ground/Base

152

14

330

5

7

3861

356

8382

127

177.8

In mm

152

16

330

5

14

3861

406

8382

127

355.6

In mm

152

16

330

5

14

3861

406

8382

127

355.6

Lbf kN

Cantilever Strength, Upright

Tension Strength

Compression Strength

Torsion Strength

1400

20000

60000

40000

6.2

89.0

266.9

177.9

Lbf kN

1750

20000

60000

60000

7.8

89.0

266.9

266.9

Lbf kN

2500

25000

90000

90000

11.1

111.2

400.3

400.3

kV

Power frequency Wet withstand voltage

Impulse flashover voltage, positive pole

Impulse Withstand

1000kHz Maximum radio interference

Radio interference to the ground

710

2000

1800

2000 μV

318 kV

2000 μV

318 kV

2000 μV

318 kV

kV

710

2000

1800

kV

710

2000

1800

ANSI PART Number TR 391 TR 392 TR 393

SPECIFICATION

4-3/4＂-10 UNC

4-5/8＂-11 UNC

φ7＂(φ178)

φ5＂(φ127)

H

φD2

φD1

Figure 4

Figure 7

4-3/4＂-10 UNC 4-3/4＂-10 UNC

4-5/8＂-11 UNC 4-5/8＂-11 UNC
φ5＂(φ127) φ5＂(φ127)

H H

Figure 8

HPK Catalog Number 2040001 2040101
Figure Number 7 8

DIMENSIONS

MECHANICAL STRENGTH

ELECTRICAL PERFORMANCE

RADIO INFLUENCE VOLTAGE

In mm

H - Overall Height

D - Max Shed Diameter

Creepage Distance

Fitting - Live Line End

Fitting - Ground/Base

182

14

396

5

7

4623

356

10058

127

177.8

In mm

185

16

432

5

14

4699

406

10973

127

355.6

Lbf kN

Cantilever Strength, Upright

Tension Strength

Compression Strength

Torsion Strength

1150

20000

60000

60000

5.1

89.0

266.9

266.9

Lbf kN

2000

20000

60000

60000

8.9

89.0

266.9

266.9

kV

Power frequency Wet withstand voltage

Impulse flashover voltage, positive pole

Impulse Withstand

1000kHz Maximum radio interference

Radio interference to the ground

830

2370

2050

2000 μV

350 kV

2000 μV

350 kV

kV

830

2370

2050

ANSI PART Number TR 400 TR 401

Figure 6

4-3/4＂-10 UNC

4-5/8＂-11 UNC
φ5＂(φ127)

H

φ14＂(φ356)

φD2

φD1

φ7＂(φ178 )

φD3

φD2

φD1

φD3

φD2

φD1

φ14＂(φ356 )



LILING HUAXIN INSULATOR TECHNOLOGY CO.,LTD
Add: Pukou Industrial Dirstrict, Liling City, Hunan Province, China. 412208
Tel: +86 0731-23138188     Fax: +86 0731-23136575
E-mail: info@hpk-insulators.com


